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Toolbox Safety Talks 

To: Vermont Colleagues From: Erik Wells 

Phone: 800-462-6555 (VT) 802-654-2652 Date: October 25, 2010   

A good way to start to the day… 
 

1. Review any accidents or "near accidents" from the past week. 
  

2. Describe the hazards of the work as they relate to your project. Explain or 
show the SAFE way of doing the job.  

 

3. Ask for ideas about preventing accidents. 
NOTE: If an idea is not practical, explain the reason why.  

 

4. Give the TOOL BOX SAFETY TALK 
 

 

 

CHAIN SAW SAFETY AWARENESS 
  

Working with a chain saw on a day-to-day basis requires the development and follow-through 
of strong, never-fail safety habits. In the blink of an eye, this useful tool can cause serious injury 
to you or others nearby. To help develop or maintain safe working habits with this equipment, 
review the chain saw safety checklist below:  

 Personal Protective Equipment: Before reaching for the chain saw, make sure all PPE is 
in good repair. Replace anything that is missing or in poor condition before starting to work. 
The essentials are:  

1. Hard-hats are a necessity when falling timber or working in a sort yard. Preferably wear a 
high visibility hard-hat. They also provide protection from chain saw kick back.  

2. Cut Resistant Chaps are required anytime a chain saw is being used, and are effective in 
preventing cuts to the operator's legs - a common injury.  

3. Cut & Slip Resistant Footwear is a sure way to prevent injuries to the feet or ankles if a slip 
or fall takes place when working with the saw. Boots should be non-slip, with deep tread soles 
and when working on wet or slippery logs, sharp caulked boots must be worn.  

4. Safety Glasses, goggles or a face shield must be worn anytime a chain saw is used.  

5. Ear Plugs or Muffs are required by anyone using or working nearby a chain saw in use.  

6. Hand Protection: Proper gloves protect hands from cuts, abrasions and the weather. They also 
help prevent problems such as Raynaud's Disease or White Finger Disease which are caused by 
extended exposure to vibration and reduced blood circulation. Some gloves are thin enough to 
fit inside "White Ox" type gloves and work to absorb vibration. These gloves also help keep 



hands warm and increase blood circulation. Using a saw that is designed to isolate the engine 
from the handle is a good first step in limiting vibration. Finally, avoid gripping the saw too 
tightly, which reduces blood circulation to the fingers.  

 Equipment Maintenance: Know your saw, read the manufacturer's manual, and 
understand its safe operation. Sharpen, lubricate and adjust the chain as often as required to 
maintain good cutting ability. If force on the bar is required to cut, it means the chain is dull and 
needs to be sharpened. Inspect the sprockets and replace them when they become worn. A badly 
worn sprocket makes it nearly impossible to adjust the chain and increases the chances the chain 
will be thrown. Make sure bars are wearing evenly-dress them up with a file every day and flip 
them to increase bar life. Make sure chain brakes are installed and in good working order. 
Always shut off the saw before setting it on the ground for maintenance or at the end of a cut.  

 Safe Cutting Practices: Remove all snags before felling a tree if possible, and always 
before proceeding with limbing and bucking. Once a tree is down and limbing begins, try to 
always place your body on one side of the tree and the saw blade on the other. In some terrain, 
this may not be possible, but never cut limbs with the saw crossing in front of your body. Try to 
keep the saw moving in the same plane as the trunk of the tree, with your feet and body behind 
that plane. Avoid cutting with the saw at or above shoulder height. It's harder to control at this 
height and saw chips are much more likely to strike your face. Continual lifting above shoulder 
height also has a cumulative effect, and over time may cause fatigue or shoulder and arm 
injuries.  

Ten Simple Chainsaw Safety Rules: 

1. Keep fuel in clearly labeled safety-type cans and fill the chain saw over ground that presents no 
fire hazard. Move at least 10 feet away from fueling spot before starting saw. 

2. Always wait for saw to cool before refueling. Never refuel while saw is hot. Keep fire 
extinguisher handy. 

3. Make sure the saw is clean and free from leaves, sawdust, pitch tar and oil. Keep the handles 
free of oil and grease. Do not operate with fuel cap loose or mufflers or filters removed. 

4. If there is anything wrong with the saw, get it fixed before using it. Keep the chain sharp and 
properly tensioned. A dull, miss-fitted or loose chain will chatter and buck, and can cause the 
saw to kick back. 

5. Beware of falling limbs when working near trees. 

6. Always keep both hands on the saw when it is running. 

7. Never let the chain contact any obstacle other than the work at hand. Never let it contact 
other limbs or touch the ground. 

8. Keep clear of a moving chain. Do not touch it. 

9. After completing the cut, don't move away until the chain stops. Shut off the engine before 
carrying the saw between cuts and before making cuts and before making any saw repairs or 
adjustments. 

10. Keep helpers and bystanders a safe distance from the operator and the cutting chain. 
 

 



 

Tool Box Safety Meeting Minutes 

Municipality/Agency:  

Training Conducted By:   

Topics Discussed:   

  

Training Materials Used: (Video, Handouts, etc.)   

  

Follow-Up and Questions Discussed:   

  

  

Employees Present (Print Name)       

 
 
 
 

 


